
MOTRONIX MOTORCYCLES

SUSPENTRON 5W FORK
MOTRONIX RANGE

19 products · 13 grades

SAE 5W 1 SAE 5W-40 2

SAE 5W-50 1 SAE 10W 1

SAE 10W-40 2 SAE 10W-50 2

SAE 10W-60 1 SAE 15W 1

SAE 15W-40 1 SAE 15W-50 1

SAE 15W-60 1 SAE 20W-40 1

SAE 20W-50 1

SPECIFICATIONS · SAE 5W

WP
KAYABA
SHOWA
OHLINS
HYPERSPORT
SPORT-TOURER
OFF-ROAD

Synthetic 5W Fork Oil for Conventional & Inverted Motorcycle Suspensions

Synthetic 5W-grade fork hydraulic fluid for conventional and inverted telescopic motorcycle suspensions, including
demanding motocross applications. Designed for smooth damping and for limiting foaming and friction, when the
manufacturer calls for this specific fluid category.

KEY ADVANTAGES

Smooth suspension action

Prevention of foam formation

Low friction

Exceptional oxidation stability

Low pour point

Exceptionally high viscosity index

PACK CODE UNITS / BOX PER PALLET

1 L GDEK41301 18 54 boxes

4 L GDEK41344 4 60 boxes

20 L GDEK41320 — 48 units

60 L GDEK41360 — 18 units

208 L GDEK413208 — 4 units

1.000 L GDEK4131000 — 1 unit

DEKKER LUBRICANTS · Germany · www.dekkerlubricants.com Rev. 10/2026 · 1/2

TECHNICAL DATA SHEET



MOTRONIX MOTORCYCLES

SUSPENTRON 5W FORK

TYPICAL CHARACTERISTICS

Property Unit Method Typical value

Colour - Visual Amber

Appearance - Visual Limpid

Density kg/dm³ ASTM D7042 0,83

Kinematic viscosity at 40°C cSt ASTM D445 20,53

Kinematic viscosity at 100°C cSt ASTM D445 4,58

Viscosity index - ASTM D2270 144

Flash Point °C ASTM D92 210

Pour point °C ASTM D97 -48

MODE OF USE

Use in accordance with the recommendations in the user and maintenance manual supplied by the manufacturer.
Store in a cool, dry place, protected from direct sunlight and at temperatures not exceeding 60°C (140°F).

SAFETY AND ENVIRONMENT

Use in accordance with the recommendations provided in the Safety Data Sheet. Additional information on MSDS.

“Blended with German Traditional Crafts.”
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